




PROCESS 
CONNECTION 
BSPF–INCHES

1/4,3/8,1/2,3/4

3/8,1/2,3/4,1

1/2,3/4,1

3/4,1

1,1¼

1¼, 1½

1½, 2

2, 2½

2½, 3

3

Other Models  Available :

AM : Air Flow

BM : Wide Flow Range

BGM : Upto 300mm

GKBM : Line Size

CM : OEM version, high range.

SM : Water sprinkler application.

UZ : Flow switch with indicator.

For further details consult Sales H.O. /  Branch.
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Prior notification of changes in specification is impracticable due to continuous development.

FOR SWITZER'S OFFICES IN INDIA

CHECK AT:

http://www.switzerinstrument.com/offices.htm

Manufactured with
know–how from

MOUNTING DIMENSIONS

HR FM . . RI

QS Accreditation

All dimensions are in mm

PIPE
CUSTOMER'S
SCOPE

PIPE
CUSTOMER'S SCOPE

2" BSPF for 50 MI/KI
1½" BSPF for 40 MI/KI
1¼" BSPF for 32 MI/KI
1" BSPF for 25 MI/KI
3/4" BSPF for 20 MI/KI
1/2" BSPF for 15 MI/KI
3/8" BSPF for 10 MI/KI5D

(min)
5D

(min)
50.0

78.0

46.0

23.0

70.0

ABS SWITCH
HOUSING

M16 PVC
CABLE GLAND

1 METER LONG
FLYING LEAD

NAME &

RATING PLATE

(min)
PIPE
CUSTOMER'S SCOPE(min)

78.0

46.0

23.0

70.0

ABS SWITCH
HOUSING

M16 PVC
CABLE GLAND

1 METER LONG
FLYING LEAD

D

NUT & SOCKET

5D
(min)

5D
(min)

PADDLE

PIPE
CUSTOMER'S SCOPE

NAME &

RATING PLATE

M16 PVC
CABLE GLAND

NAME & RATING PLATE

GF NYLON
COVER FOR
SWITCH
HOUSING

RANGE
LOCKNUT

BSPF
A

B

43.0

29.0

MAGNET OF
BARIUM FERRITE

1 METER LONG FLYING LEAD

M16 PVC CABLE GLAND

ABS SWITCH HOUSING

NAME &

RATING PLATE

1/2" BSPF for 15 RI
3/8" BSPF for 10 RI
1/4" BSPF for 8 RI

PISTON ASSY.–BRASS
67.0

PADDLE

81.0

117.0

PM . . MV / KVPM . . MI / KI
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